DA-004

o=

DA-006

O\ —

N\ /F

DB-004

w:11/2”
h: 4”

DB-006

w:11/2”
h: 67

FB-001

w:11/2”
h: 6”

FB-002

w:11/2"
h: 9"

DB-012

A=12.00
B=1%"

DC-004

DC-012

w:2”
h: 127

FB-003

FB-004

w:11/2”
h: 11"



BK-005

e

BK-007

S in

BK-008

BK-004

FC-012

FC-001
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% &
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—
<
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C-008

w: 187
h: 4 4/10”

% e




BASE-003

h: 512"

BASE-004

h: 6 7/8"

BASE-005

h: 4 1/2"

CAP-001

h: 6 3/8"

CAP-002

h: 7"

CAP-003
h: 9 3/4"

\ S0 0Y

QN-012

A: 1200”
B: 1200”
C: 1 4/8”

QN-014

w: 14”
h: 14”
t:11/2”

QN-018

w: 187
h: 18”
t:11/2”
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PL-002

w:11/2”
h: 107




SC-003

w: 1/2”
h: 11 1/2”

SC-011

w:4”
h: 57/8”

SC-017

w: 67
h: 16”

SC-018

h: 187




SC-036

w: 23>
h: 25 3/4”

SC-038

w: 9 1/2”
h: 17 1/2”

SC-043

% \Q

SC-044

w: 7 3/8”
h: 107




SC-036

w: 23”7
h: 25 3/4”

SC-038

w:91/2”
h: 17 1/2”

SC-043

% o

SC-044

w: 7 3/8”
h: 10”




SC-045

w: 3 1/2”
h: 13~

SC-046

w: 4 1/4”
h: 10 1/4”

SC-047

w: 2 1/4”
h: 12 1/4”

SC-048

w: 6 1/2”
h: 7 7/8”

SC-049

w: 6 5/8”

h: 8 3/4” h: 11 1/4”
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WT-001

AN N

WT-002

w: 27
h: 6 3/8”

WT-003

w: 1 1/2”
h: 37

WT-004

w: 3 1/4”
h: 5 2/3”

WT-009

w:27/8”
h: 8”

WT-010

A=10.00”
B=14/8”

C=5.00”
D=4 2/8”
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WT-005

oo W
[

WT-006

AN N

WT-007

N W

WT-008

N W
— W
H O

WT-013

o0 W

WT-014

BN



WT-030

w: 3 3/4”
h: 8 1/4”

WT-031

w: 3 3/4”
h: 4 1/4”

032

w: 3 7/8”
h: 3 1/4”

WT-033

w: 3 5/8”
h: 6 1/4”
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WT-034

5
(U, N

WT-035

w: 4 1/2”
h: 67

WT-036

5

AW
—_—

WT-037

5
oy

WT-038

w: 3
h: 6 1/4”

WT-039

5
oy W



WT-011

WT-017

w: 2 3/4”
h: 5 3/4”

WT-018




Our mouldings, also known as EPS architectural details, consist of a body of expanded
polystyrene (EPS), adhesive, a fibreglass mesh reinforcement and a cement base coat.
The base coat provides a high-strength, high-bond portland cement substrate that
forms a hard, durable, water-resistant surface.

There are three types of cement coatings available:
Standard Coating

A polymer-modified portland cement base material for use with regular acrylic stucco
details. This is the ideal smooth base coat for colour finishes

All our products are available in this coating option.
Rough Coating

As the name implies, it is a rougher coating and is applied in the same manner as the
standard acrylic coating. It has the same properties as the standard coat. It simply
offers different style option.

All our products enclosed can have this coating applied. For ordering purposes, it is
referred to as a rough or Merlex finish.

Paint Grade Coating

We offer a paint grade product. Paint grade is a high quality, hand applied smooth
finish. However, it cannot be made perfectly smooth. We will apply a sealant if it is
requested but we recommend that the sealant be applied on site.

We can manufacture virtually any shape if a clearly dimensioned drawing is provided.
We can also create returns for windows and mitre join corners for large projects.
Simply send us the applicable inside measurements. We will account for complexities
such as jams on the window. It will require additional footage being ordered and a shop
fee will be applied.

All products, except custom details, come in standard 8' lengths. A 10 day lead time is
required on all orders. Shipping is FOB Kelowna plant.
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